The high photocatalytic power of TiO 2 nanoparticles has drawn great attention in environmental and medical applications. Coating surfaces with these particles enables us to benefit from self-cleaning properties and decomposition of pollutants. In this paper, two strategies have been introduced to coat ceramic tiles with TiO 2 nanoparticles, and the self-cleaning effect of the surfaces on degradation of an organic dye under ultraviolent (UV) exposure is investigated. In the first approach, a simple one-step heat treatment method is introduced for coating, and different parameters of the heat treatment process are examined. In the second method, TiO 2 nanoparticles are first aminosilanized using (3-Aminopropyl)triethoxysilane (APTES) treatment followed by their covalently attachment onto CO 2 plasma treated ceramic tiles via N-(3-Dimethylaminopropyl)-N -ethylcarbodiimide hydrochloride (EDC) and N-Hydroxysuccinimide (NHS) chemistry. We monitor TiO 2 nanoparticle sizes throughout the coating process using dynamic light scattering (DLS) and characterize developed surfaces using X-ray photoelectron spectroscopy (XPS). Moreover, hydrophilicity of the coated surfaces is quantified using a contact angle measurement. It is shown that applying a one-step heat treatment process with the optimum temperature of 200 • C for 5 h results in successful coating of nanoparticles and rapid degradation of dye in a short time. In the second strategy, the APTES treatment creates a stable covalent coating, while the photocatalytic capability of the particles is preserved. The results show that coated ceramic tiles are capable of fully degrading the added dyes under UV exposure in less than 24 h.
Introduction
TiO 2 is one of the most well-known photocatalysts, which has been widely used for photodegradation of organic compounds and decomposition of pollutants [1] [2] [3] . While TiO 2 with the bulk bandgap of~3.2 eV (in anatase phase) is transparent to visible light, it could be activated under ultraviolet (UV) light illumination and create photo-generated charge carriers [4, 5] . The electrons, which are excited by UV absorption, bring about reduction of oxygen molecules in air and produce superoxide radicals (O 2 • -). The superoxide radicals are further reduced to form hydrogen peroxide (H 2 O 2 ) and subsequently hydroxyl radicals (OH•) [6] [7] [8] . On the other hand, oxidation of water molecules by electron holes at the surface of the UV excited TiO 2 particles can also lead to the 
Dye-Degradation Measurement of TiO2 Nanoparticles
The Ultraviolet-Visible (UV-VIS) spectrum of the dye was first measured to determine the optimal wavelength. This was done by using a 1.0 mg/mL concentration of the dye in deionized water and absorbances were read using a plate reader (Infinite M200 Pro, Tecan, Männedorf, Switzerland). The optimal wavelength was determined, based on results obtained using a range of excitation wavelengths. This wavelength was then used to produce a calibration curve to determine the concentration of the dye during the process of cleaning. The calibration graph was produced by measuring the absorbances for dye concentrations of 1, 0.85, 0.70, 0.55, 0.40, 0.25, and 0.1 mg/mL, respectively. Then, TiO2 NPs with a concentration of 1 mg/mL in deionized water were mixed with 1 mg/mL of the coloring dye. The suspension was then kept in the UV chamber while stirring to provide consistency with the reaction. A small sample was retrieved from the reaction at 5, 15, 30, 60, 180 , and 360 min, and put into a microcentrifuge tube. The tube was then spun at 14,800 rpm for 10 min to pellet the TiO2 NPs out of the suspension. Next, 100 μL of the supernatant was gently pipetted from the microcentrifuge tube to the well plate. The well plate was then scanned using the plate reader, and the data obtained was graphed and interpreted. 
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Coating TiO 2 Nanoparticles Using Heat Treatment Technique
Thirty microliter of 1 mg/mL TiO 2 NPs suspension was added onto the ceramic tiles' surfaces and spread to cover the whole surface using a simple pipetting system, and then left to dry at room temperature. The surfaces were then placed in a tube furnace or a vacuum oven for lower temperatures. The heat treatments were done in different durations of 2 h and 5 h, and at different temperatures of 100, 200, 400, 500, 700 and 900 • C. The rate of the temperature gradient in all experiments was 5 • C/min. Following heat treatment, the surfaces were rinsed and wiped to remove any unattached particle (Figure 2a ). Five microliter of 1 mg/mL of dye was added onto each surface and placed in the UV chamber to evaluate the amount of dye degradation in different time intervals. temperature. The surfaces were then placed in a tube furnace or a vacuum oven for lower temperatures. The heat treatments were done in different durations of 2 h and 5 h, and at different temperatures of 100, 200, 400, 500, 700 and 900 °C . The rate of the temperature gradient in all experiments was 5 °C/min. Following heat treatment, the surfaces were rinsed and wiped to remove any unattached particle (Figure 2a ). Five microliter of 1 mg/mL of dye was added onto each surface and placed in the UV chamber to evaluate the amount of dye degradation in different time intervals.
APTES Treatment Technique
TiO2 NPs were homogenized with triethylamine (for improving the particle dispersion [46] ) and ethanol at 60 °C. Further, ammonium hydroxide, deionized water (DI) water, and APTES (~1%) were added to the suspension and left to stir overnight. [40] . Ammonium hydroxide as a catalyst can increase the rate of APTES hydrolysis reactions [47] . Finally, the suspension was centrifuged at 4500 rpm for 15 min. The supernatant was discarded, and the pellet was mixed with ethanol. The washing step was repeated 3 times and the obtained powder was stored in 50 mL of toluene.
In order to coat ceramic tiles with the APTES treated particles, the cleaned surfaces were CO2 plasma treated (Harrick Plasma, Ithaca, NY, USA) to create carboxylic groups onto the surface. EDC-NHS chemistry (a molar ratio of EDC:NHS: ~ 1:1) was used to activate the carboxylic groups on the surfaces. The solution was rinsed off the surface with DI water, and then the APTES treated TiO2 suspension was added to the surfaces and left for 2 h. Finally, the surfaces were rinsed with DI water and dried at room temperature (Figure 2b ). Five microliter of 1 mg/mL dye was added to the surfaces and left to dry. The surfaces were placed in the UV chamber and imaged at different time intervals. 
Characterization Techniques
High-resolution XPS was used to investigate the amount of carboxylic groups induced by CO2 plasma treatment of glass slides for different time durations. XPS measurements were carried out at binding energy between ~280 to ~300 (eV) to capture bond of O-C=O, C=O, C-C, and C-O as counts per second. The size distribution profile of the TiO2 NPs in suspension was determined using the dynamic light scattering method (DLS, Beckman Coulter, Indianapolis, IN, USA). In DLS analysis, 10 
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High-resolution XPS was used to investigate the amount of carboxylic groups induced by CO 2 plasma treatment of glass slides for different time durations. XPS measurements were carried out at binding energy between~280 to~300 (eV) to capture bond of O-C=O, C=O, C-C, and C-O as counts per second. The size distribution profile of the TiO 2 NPs in suspension was determined using the dynamic light scattering method (DLS, Beckman Coulter, Indianapolis, IN, USA). In DLS analysis, 10 acquisitions were performed for every experiment, and each acquisition was 15 s long. All TiO 2 NPs were diluted in DI water with the concentration of 0.01 mg/mL and sonicated for 5 min. For the APTES treated sample, we took 5 µL of the suspension of NPs in toluene and diluted in DI water (10 mL) to achieve the desired concentration in order to exclude the effect of toluene in DLS measurements. Contact angles were measured by an optical contact angle (OCA 35) (Future Digital Scientific Corp., Garden City, NY, USA) using 5 µL droplet of DI water. Fourier-transform infrared spectroscopy (FT-IR) (Bruker, Karlsruhe, Germany) was used to confirm the presence of the TiO 2 coating on the ceramic tiles' surfaces after the washing steps as well as the effect of APTES treatment on the TiO 2 NPs. FT-IR was conducted on different samples and different spots on the surfaces for each experiment. ImageJ was utilized to quantify the photos achieved from the dye-degradation results. For better comparison, the graphs were normalized, so that all the graphs started at the same point. Atomic force microscopy (AFM) (BioScope Catalyst, Bruker, Milton, ON, Canada) was performed to analyze surface topography and roughness within the scan size of 1 × 1 µm 2 . A ScanAsyst mode was utilized in the measurements using a probe with the spring constant of 0.4 N/m. Figure 3 demonstrates the average particle sizes of untreated TiO 2 NPs and APTES treated TiO 2 NPs versus the particles population percentage. As is shown, the average radius of the untreated NPs was mostly distributed in two different sizes of 123 nm (24.3% of particle number) and 449 nm (75.7% of particle number). The existence of the larger particle sizes could be due to the NPs agglomeration even after the sonication. In Figure 3b , there were also two main particle size distributions associated with the APTES treated NPS. At the first peak, the average radius was almost the same as the untreated NPS. However, the number of NPs with that radius decreased, compared to the untreated NPs. Moreover, APTES treatment caused the second distribution to go up in terms of average radius as well as population density of the NPs. Consequently, APTES treatment of the particles caused a slight increase in the particles agglomeration, although this was not significant.
Results and Discussion
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even after the sonication. In Figure 3b , there were also two main particle size distributions associated with the APTES treated NPS. At the first peak, the average radius was almost the same as the untreated NPS. However, the number of NPs with that radius decreased, compared to the untreated NPs. Moreover, APTES treatment caused the second distribution to go up in terms of average radius as well as population density of the NPs. Consequently, APTES treatment of the particles caused a slight increase in the particles agglomeration, although this was not significant. 
XPS Measurement of the CO 2 Plasma Treated Ceramic Tiles
The second approach that we employed to covalently bind TiO 2 NPs to the surface of ceramic tiles was aminosilanization of TiO 2 NPs and CO 2 plasma treatment of ceramic tiles. APTES treatment of TiO 2 NPs formed a monolayer of hydrolyzed and condensed APTES molecules on the surface providing free terminal NH 2 groups. Schematic presentation of this functionalization process is shown in Figure 2b . On the other hand, CO 2 plasma treatment of ceramic tiles can produce carboxylic groups (COOH) on the surface, which can subsequently be activated using EDC/NHS chemistry. The functional carboxylic groups can go through a chemical reaction with amino groups of the APTES treated particles and form covalent peptide bonds. Consequently, we would be able to covalently bind the TiO 2 particles to the ceramic tiles.
To investigate the carboxylic group formation on the surface, a high-resolution XPS test was performed. Figure 4a depicts the XPS results of an untreated sample. XPS graphs of CO 2 plasma treated samples for different time periods are shown in Figure 4b -d. The peaks at binding energies around 288.66 (eV), 286.02 (eV), and 284.8 (eV) were assigned to O-C=O, C=O, and C-C as well as C-O, respectively [48] . Figure 4e demonstrates the variation in the amount of O-C=O groups by increasing the CO 2 plasma treatment time. It could be seen that after 2 min of plasma treatment, the O-C=O band area in XPS patterns has risen from 6.46% to 16.58%, indicating the well formation of carboxylic groups via the CO 2 plasma treatment. Increasing the plasma treatment time more than 2 min did not significantly change the O-C=O % area.
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FT-IR Studies of the TiO 2 Coated Tiles
FT-IR spectra of plain ceramic tiles, as well as the tiles coated with TiO 2 NPs using heat treatment and APTES treatment methods, are plotted in Figure 5 . In FT-IR measurements, the surface of a plain ceramic tile was considered to be the background, and all other spectra were normalized based on that. As a control, we applied untreated TiO 2 NPs on ceramic tiles and then performed the regular washing steps. It can be seen that the obtained spectrum was a flat line similar to the background, indicating a complete removal of the TiO 2 NPs during the washing process. Nevertheless, the spectra of the TiO 2 coated ceramic tiles using the heat treatment protocol had a number of peaks in the absorption band between 400 to 1200 cm −1 , mainly at 400 cm −1 , 790 cm −1 , and 900 cm −1 . This absorption band could be ascribed to the Ti-O stretching and Ti-O-Ti bridging stretching modes [49] [50] [51] [52] [53] . Thus, the results demonstrated the presence of TiO 2 NPs onto the surface of the tiles after performing the washing steps. This is due to the strong adhesion of TiO 2 NPs to the surface induced via the heat treatment at 200 • C for 5 h (the optimum heat treatment condition based on the dye-degradation results in Figure 10 ). Figure 5 also depicts the same FT-IR spectra for the APTES treated NPs bonded to the plasma treated ceramic tiles. Moreover, the transmittance percentages of the peaks were almost the same as those of the heat-treated samples, which roughly illustrated the equal mass of TiO 2 coating. The results confirmed the stable bond formation between TiO 2 NPs and the substrate that retained the NPs onto the surface during the washing steps. results in Figure 10 ). Figure 5 FT-IR spectra of a plain ceramic tile indicated as the background, a control ceramic tile in which untreated particles were applied to the substrate and then the washing steps were conducted, a TiO2 coated ceramic tile using the heat treatment method at 200 °C for 5 h, and a TiO2 coated ceramic tile using an APTES treatment protocol.
In Figure 6 , the FT-IR spectra of APTES treated TiO2 NPs and untreated NPs were compared at the wavenumber between 2400 to 4000 cm −1 to confirm the efficacy of APTES functionalization. There are two main peaks at ~2900 and ~3300 in the transmittance spectrum of untreated TiO2 NPs, which indicate the presence of hydroxyl groups on the surface of the NPs. The first peak could be associated with both symmetric and asymmetric CH2 stretching vibrations in -CH2-OH compound [54] , and the second peak was attributed to hydroxyl group symmetric and asymmetric stretching vibrations in Ti-OH compounds [49] . The hydroxyl groups can be formed due to the chemical and physical adsorptions of atmosphere moisture on the surface of NPs [49, 55] . As shown in Figure 6 , for the APTES treated particles, the peaks related to hydroxyl groups almost disappeared, and a broad peak between 2800 to 3600 cm −1 was formed in the spectrum of APTES treated NPs instead. This is because of the hydrolysis and condensation reactions of the silane head groups in APTES molecules and anchoring to the hydroxyl groups of the NPs surfaces to form oxane (Si-O-M) bonds [56] . The broad peak could be caused by OH stretching in silanol (Si-OH) groups (3200-3700 cm −1 ) formed via Figure 5 . FT-IR spectra of a plain ceramic tile indicated as the background, a control ceramic tile in which untreated particles were applied to the substrate and then the washing steps were conducted, a TiO 2 coated ceramic tile using the heat treatment method at 200 • C for 5 h, and a TiO 2 coated ceramic tile using an APTES treatment protocol.
In Figure 6 , the FT-IR spectra of APTES treated TiO 2 NPs and untreated NPs were compared at the wavenumber between 2400 to 4000 cm −1 to confirm the efficacy of APTES functionalization. There are two main peaks at~2900 and~3300 in the transmittance spectrum of untreated TiO 2 NPs, which indicate the presence of hydroxyl groups on the surface of the NPs. The first peak could be associated with both symmetric and asymmetric CH 2 stretching vibrations in -CH 2 -OH compound [54] , and the second peak was attributed to hydroxyl group symmetric and asymmetric stretching vibrations in Ti-OH compounds [49] . The hydroxyl groups can be formed due to the chemical and physical adsorptions of atmosphere moisture on the surface of NPs [49, 55] . As shown in Figure 6 , for the APTES treated particles, the peaks related to hydroxyl groups almost disappeared, and a broad peak between 2800 to 3600 cm −1 was formed in the spectrum of APTES treated NPs instead. This is because of the hydrolysis and condensation reactions of the silane head groups in APTES molecules and anchoring to the hydroxyl groups of the NPs surfaces to form oxane (Si-O-M) bonds [56] . The broad peak could be caused by OH stretching in silanol (Si-OH) groups (3200-3700 cm −1 ) formed via hydrolysis of APTES, primary amine (3160-3450 cm −1 ), as well as alkane C-H stretching vibrations in -CH 3 and -CH 2 -(2840-2975 cm −1 ) due to the presence of APTES molecules [54] . 
Hydrophilicity and Surface Topography of the TiO2 Coated Tiles
The results of the contact angle measurement are shown in Figure 7 . The contact angle of plain ceramic tiles was about 25.8 ± 4.0° indicating the hydrophilic behavior of the surfaces. By performing heat treatment, although surfaces remained hydrophilic, the contact angle rose to 77.8 ± 3.2°. This unexpected increase in contact angle could be due to the surface roughness generated by partial 
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The results of the contact angle measurement are shown in Figure 7 . The contact angle of plain ceramic tiles was about 25.8 ± 4.0 • indicating the hydrophilic behavior of the surfaces. By performing heat treatment, although surfaces remained hydrophilic, the contact angle rose to 77.8 ± 3.2 • . This unexpected increase in contact angle could be due to the surface roughness generated by partial diffusion of TiO 2 NPs into the surface, which can compensate for the inherent hydrophilicity of TiO 2 [57] . The APTES treatment method, on the other hand, resulted in more hydrophilic TiO 2 coated surfaces with the contact angle of less than 5 • . A possible explanation for that is CO 2 plasma treatment step during the APTES treatment protocol, which can greatly increase hydrophilicity as well as the APTES coating on the surface of the NPs [58] . 
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Dye Degradation of TiO2 NPs in Suspension
In order to achieve the proper wavelength for reading the absorbances of the dye with a plate reader, the full absorbance spectra of 1 mg/mL concentration of the dye diluted in deionized water was measured. As shown in Figure 9a , the sharp peak at the wavelength of 512 nm, which can be easily distinguished, was used as a reference wavelength for the next absorbance measurements. The 
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In order to achieve the proper wavelength for reading the absorbances of the dye with a plate reader, the full absorbance spectra of 1 mg/mL concentration of the dye diluted in deionized water was measured. As shown in Figure 9a , the sharp peak at the wavelength of 512 nm, which can be easily distinguished, was used as a reference wavelength for the next absorbance measurements. The calibration curve for dye absorbance as a function of concentration at the wavelength of 512 nm is illustrated in Figure 9b . The obtained scatter diagram has a linear trend line. To measure the photocatalytic power of TiO 2 NPs, the particles were added to the 1 mg/mL dye solution and were kept in the UV light, under a constant stirring condition. The amount of dye-degradation induced by TiO 2 photocatalyst could be calculated based on Figure 9b . The dye concentration results versus UV exposure time are shown in Figure 9c . As is shown, a considerable reduction in the dye concentration was achieved after 15 min where almost half of the dye was degraded, and the concentration reached 0.55 mg/mL. Afterwards, the rate of dye degradation became slower and after 1 day of UV irradiation, the dye concentration decreased down to 0.26 mg/mL. Thus, the TiO 2 nanoparticles possessed a considerable photocatalytic power in suspension. The reason why the expected exponential decay to zero was not observed in our sample could be attributed to the absorption of the partial degradation products on the photocatalyst surface and/or the pH variation of the suspension leading to deterioration in the dye-degradation process. 
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In order to achieve the proper wavelength for reading the absorbances of the dye with a plate reader, the full absorbance spectra of 1 mg/mL concentration of the dye diluted in deionized water was measured. As shown in Figure 9a , the sharp peak at the wavelength of 512 nm, which can be easily distinguished, was used as a reference wavelength for the next absorbance measurements. The calibration curve for dye absorbance as a function of concentration at the wavelength of 512 nm is illustrated in Figure 9b . The obtained scatter diagram has a linear trend line. To measure the photocatalytic power of TiO2 NPs, the particles were added to the 1 mg/mL dye solution and were kept in the UV light, under a constant stirring condition. The amount of dye-degradation induced by TiO2 photocatalyst could be calculated based on Figure 9b . The dye concentration results versus UV exposure time are shown in Figure 9c . As is shown, a considerable reduction in the dye concentration was achieved after 15 min where almost half of the dye was degraded, and the concentration reached 0.55 mg/mL. Afterwards, the rate of dye degradation became slower and after 1 day of UV irradiation, the dye concentration decreased down to 0.26 mg/mL. Thus, the TiO2 nanoparticles possessed a considerable photocatalytic power in suspension. The reason why the expected exponential decay to zero was not observed in our sample could be attributed to the absorption of the partial degradation products on the photocatalyst surface and/or the pH variation of the suspension leading to deterioration in the dye-degradation process. Figure 10 demonstrates the dye-degradation properties of ceramic tiles coated with TiO 2 nanoparticles using the heat treatment approach at different temperatures and incubation time (1 and 5 h). Control ceramic tiles were incubated with a suspension of TiO 2 NPs with the same incubation time, but no heat treatment was involved (labeled by "no heat treatment" in Figure 10 ). Following the washing step, all TiO 2 NPs were detached from the surface of control tiles and therefore, no dye degradation was observed. Moreover, when the samples were heat treated for 1 h (Figure 10a ), no dye-degradation properties were recorded at any heat treatment temperatures. One major problem with high temperatures of 700 • C and 900 • C is that since the temperatures were above the phase transition temperature of TiO 2 from anatase to rutile [59] [60] [61] [62] , the formed rutile phase could have deteriorated the photocatalytic activity of the TiO 2 particles even if the particles were successfully attached to the ceramic tiles. It has been proved that TiO 2 exhibits a higher photocatalytic activity in anatase phase compared to fully rutile phase, which may be due to larger band gap in anatase compared to rutile TiO 2 [4] . Thus, the optimal temperature for heat treatment should not change the structure of TiO 2 . According to the composite phase diagram of TiO 2 , the anatase-rutile phase transition takes place at around 600 • C at atmospheric pressure [59] .
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deteriorated the photocatalytic activity of the TiO2 particles even if the particles were successfully attached to the ceramic tiles. It has been proved that TiO2 exhibits a higher photocatalytic activity in anatase phase compared to fully rutile phase, which may be due to larger band gap in anatase compared to rutile TiO2 [4] . Thus, the optimal temperature for heat treatment should not change the structure of TiO2. According to the composite phase diagram of TiO2, the anatase-rutile phase transition takes place at around 600 °C at atmospheric pressure [59] . Therefore, we increased the heat treatment duration from 1 h to 5 h to investigate the effect of heat treatment time on the coating process, specially the possibility of successful and functional coating at lower temperatures. Figure 10b exhibits the dye-degradation trend for the ceramic tile samples, which were heat treated at varying temperatures for 5 h. In Figure 10c , the results were also quantified for better comparison. The samples that were heat treated at 400 • C degraded the dye at a lower rate than heat treatment at 200 • C, although both temperatures were below the anatase-rutile phase transition temperature. This can be caused by slightly more agglomeration of the TiO 2 NPs at 400 • C in comparison to 200 • C, leading to a small increase in the average particle size and a reduction in the overall surface area of the particles, thereby diminishing the photocatalytic power. The other possible explanation could be attributed to the higher diffusion of NPs inside the glossy surface of the ceramic tiles at 400 • C. Therefore, the smaller area of the particles would get in touch with the dye, causing a decrease in the dye-degradation rate. Performing the heat treatment at a more cost-effective temperature of 200 • C caused the dye to be fully degraded after 6 h. Nevertheless, 100 • C heat treatment for 5 h appeared to be not enough for the TiO 2 particles to be completely attached to the surface of ceramic tiles, thereby resulting in less dye degradation under UV exposure. Therefore, a 5 h heat treatment at 200 • C provided the best dye-degradation properties for the ceramic tiles. Figure 11a illustrates the dye-degradation results of the ceramic tiles coated with the APTES treatment method. Quantifications of the obtained results are plotted in Figure 11b . We applied untreated TiO 2 particles onto the ceramic tiles as control samples. Most of the particles were removed from the surface during the washing process, and the dye was not degraded after 1 day in control samples. However, when APTES treated particles were used, the dye was almost invisible after 24 h, demonstrating excellent effectivity of the APTES treatment process for coating ceramic tiles with TiO 2 NPs. In comparison to the heat treatment at 200 • C for 5 h, coating the surfaces via the APTES treatment resulted in a lower rate of dye degradation due to two main reasons: a smaller number of particles on the surface which was confirmed with AFM test, and covering the particles via a silane coupling agent which can reduce the photoactivity of the particles [63] . Nevertheless, using the APTES treatment protocol has two important advantages. First, the method for functionalization using APTES is much simpler and does not require high temperatures compared to the heat treatment. Second, since this technique creates covalent bonds between TiO 2 NPs and surfaces, the durability of the coating would be higher in the long term.
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Conclusions
The photocatalytic power of TiO 2 NPs measured inside the suspension showed a proper dye-degradation effect under UV exposure. We introduced two strategies to coat ceramic tiles with the TiO 2 NPs. Both protocols led to transparent TiO 2 coating on ceramic tiles without any adverse effect on the tile's physical appearance. In the heat treatment approach, it was shown that applying a simple one-step heat treatment with the optimum temperature of 200 • C for 5 h resulted in rapid degradation of dye in a short time. In the second strategy, the APTES treatment method was employed to covalently bond the TiO 2 particles to the CO 2 treated ceramic tiles, while the photocatalytic power of the particles was preserved. The success of the covalent bonding protocol suggests a possible longer duration of the coating in harsh environments. In future, we will focus on enhancement of the self-cleaning behavior, as well as studying the durability of the coating by performing proper weathering tests.
